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1 1 ELECTRICAL ILLUMINATION REQUIREMENTS

oy LA | _ 2340 Shepler Church Ave SW

040 aluminum returns i ircui
. . . 1 Dedicated 20 Amp Circuit at 120 Volts t H 44
VZ” alUmmUm I|p Can on, O 706
NOTE: All primary electrical to sign location to be provided by others. 2 3 4 . 4 5 8 . O 9 9 O
A dedicated circuit with NO shared neutrals and a ground returning to
the panel is required for installation.
. - This sign is intended to be installed in accordance with Article 600 or OHIO o« CALIFORNIA
Pushed-thru acrylic, 3/8" proud from ——3. 474 ———Flathead countersunk screws e aton!Hocticl e ot gl ocalcode. i L ORADG - 1M AMA
0|Umlnum fu(e. PUShed"hrU ﬂcryh( IO All power supplies to be Ground-Fault Interrupted (GFI)
SimUIute eXPOSEd neon Signage to have a dedicated branch circuit, three (3) wires (Line, OKLAHOMA

Neutral and Ground)

Wire sizes to be a minimum of 12 Ga. THHN copper wire. Gauge of wire
is determined by the length of run and amperage as per NED Article

Le“ers Se(Ured to Supports i Voltage should read no more than 3 volts between ground and neutral Lomﬂonz
W/ punheud SCrews i Conduit can not be used as ground path FLOWER CHILD
! Power to sign to be done by a electrical contractor or licensed
i s , 1900 CROCKER ROAD
: Ground wire must be continuous and go from sign to panel board
i G WESTLAKE, OH 44145
080 aluminum face, 11/2" aluminum square tube support.
recessed info channel letter face. Welded to mounting plate below. ALL COMPONENTS TO BE@ APPROVED
Face to be routed-out | Low-voltage wiring to run thru support B
' w/ plus;hed-thruducrylic ‘ into backside of letters toward the bottom. NOTE: THIS IS A GENERAL Revision:
0 simulafe exposed neon
P Tops fo be capped. WALL SECTION, TYPICAL FOR | |
1)PM:08.07.26:Update (/D to painted letters
INSTALLATION

.125 aluminum back

NOTE: ALL PENETRATIONS TO
BE SEALED AND
WATERTIGHT
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7100K White LED strip lighting

4" wide x 4" thick mounting plate fastened
to top of tagline cabinet w/ flathead countersunk
screws into cabinet frame

Nylon grommets

1"x 1" sq. tube frame
(welded construction)

Primary electrical (120v) to signage to be
provided by GC. Power to sign to come in
2%”
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125 aluminum face

Paint interior w/ -
light enhancement paint %"y

E/

to backside of tagline cabinet
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Cut-off switch located on side of cabinet L
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V4"-20 x 32" teks thru vertical 1G]
square tubes of frame \a

Pushed-thru acrylic, V4" proud
7100K White LED strip lighting o
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V4" thick aluminum back

Clear silicone adhesive —
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i 12V LED power supply i
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‘8,'f|utheud counterspnk screws i
Heads pTSEe:TtEOD"(Bul‘ICRﬁdl!'(;{ﬁgtégllf{ i Drawing No: 26-03 ] 3- RO ]

V4" @ weep hole w/ weep hole covers — Dote: 08.06.2026 PM

%" aluminum spacers due to flashing. 201
To be cut in field. Page No: .
8 Blocking (WOOd or metul) This is an original unpublished drawing created hy First & Main Signs. It is

submitted for your personal use in conjunction with a project heing planned
to be prowded by G.C. QG@ SECTION DETA"- for you by First & Main Signs. It is not to be shown to anyone outside your
a1 organization, nor is it to be used, reproduced, copied or exhibited in any fashion
SCALE: 3 -0 without written permission from First & Main Signs.




